DECAL INSTALLATION INSTRUCTIONS
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Place a piece of masking tape
vertically or horizontally going
beyond the graphic onto the
substrate to create a hinge.

Make sure the graphic is laying flat.
Secure in place with masking tape.
Measure and adjust until decal is in
desired location.

REQUIRED TOOLS
@ Clean the substrate with your
cleaner.
MASKING TAPE  LINT FREE SQUEEGEE NOTE: Isopropyl alcohol may have
RAGS adverse effects on some plastics
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TAPE MEASURE ISOPROPYL SCISSORS

WATER MIXTURE

The recommended cleaner for our
graphics is a 70% mixture of

isopropyl alcohol and water.
Isopropyl alcohol may be too harsh
for some plastics. You can substitute
for a mild detergent, but be aware
of glass cleaners as they might

Fold graphic across hinge and peel
backing paper. Cut backing paper
off in a straight line.

Fold the graphic back over and hold
away from substrate. With firm
pressure, use a squeegee to apply
graphic using overlapping strokes.

Continue to apply to the end of the
decal. The masking tape should be
removed at this point.

contain polishing agents which may
prevent adhesion. \

’ PREMASK
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Lift up the other side and peel
back the liner. Apply graphic with
other hand while slowly peeling
the backing paper using it to keep
the graphic off substrate.

W& BACKING PAPER

After the application tape is
removed wipe away any line up
marks or residue

Once graphic is applied, go over
the graphic once again with firm
pressure. Remove premask by
pulling it at a 45 degree angle.



